
HOW TO ATTACH YOUR CABLES TO THE EYE BOLTS

HOW TO ATTACH YOUR NETTING TO THE CABLES

Close-up view of the eye bolt, turnbuckle, cable clamp, cable, and snap rings
assembled:

4. FRONT VIEW OF END SECTIONS 7. DETAILS OF END CROSSBARS

8. DETAILS OF MIDDLE CROSSBAR

5. FRONT VIEW OF MIDDLE SECTION
9. OVERHEAD VIEW OF NET IN PLACE

3. TOP VIEW OF TUBING INSTALLATION
6. TOP VIEW OF CABLES, EYE BOLTS,TURNBUCKLES ETC.

IN PLACE

1. Here is a drawing of how your frame will look before you set
up your cables and hang up your net.

2. Here is a list of the type of tubing and how many of each you
will need to install your JUGS Batting Cage Net.

• Six 17/8 galvanized tubing – 15' – A, B, C, D, E and F in
drawing.

• Six 23/8 galvanized tubing – 3' long – G, H, I, J, K, L.
These are underground “sleeves.”

• Two 15/8 galvanized tubing – 14' long – M and N. These are
“end section” crossbars.

• One 15/8 galvanized tubing – 18' long – P. This is the
middle crossbar.

10. SIDE VIEW OF NET IN PLACE
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